|
CENTER LINE OF ARM
< (STREET SIDE)

M 4 BOLT HOLES
i
HAND HOLE FRAME

|_—" WELDED IN POLE

| _—— HAND HOLE COVER

=

| VANDAL RESISTANT SCREW
— CENTER LINE HANDHOLE

nv2" Q.
7 ¥4

ORNAMENTAL CAST LEAF
BOLT COVER SECURED WITH 3 A8°
T PLATED HEX HEAD CAP SCREW

) TYP. FOR (4)

-

11" DIA. BOLT CIRCLE —/

— =

PLAN VIEW

1/4"—>{je—

4°X 61/2°OVAL [ ~—1
Foncsom?%faz AND
. REIN ]
1/2° - NigLsgﬁgD'w covz;znwsrcm ALLEN T\
HEX NUT AND (2) FLAT WASHERS z oCK REW
{GROUNDING NUT VASIBLE j ON LOCKING DEVICE

FROM HANDHOLE)

STEEL BAR

TAP FOR ORNAMENTAL
CAST LEAF BOLT
COVER TYP. FOR (4

W V. VA W W N

\

A EL

2 5/8” ROD PROJ. —

(2) GALVANIZED HEX

=

NUTS AND (2) GALV. (4)1° DIA. X 36" X 4" GALV.

FLAT WASHERS ANCHOR BOLTS AS SHOWN ON
PER BOLT - SEE FOUNDATION DRAWING E-15.
NOTE 3, DWG E-16. SEE NOTE 3, DWG E-16.

SIDE VIEW HAND HOLE VIEW

NOTES: )
1 _FlgND ngLE SHALL BE LOCATED ON LEFT SIDE OF POLE WHEN FACING POLE FROM STREET AND MAST ARM AT RIGHT ANGLE

2. SEE DRAWING E-15 FOR POLE DETAILS,
3.SEE DRAWING E-17 FOR POLE TYPE 10A TRANSFORMER BASE CONNECTING BOLT AND ANCHOR BOLT REQUIREMENTS,
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